
 
 

 

 TENDER FOR SUPPLY OF ASSORTED TOOLS FOR EASTERN REGION HYDRO 

STATIONS 

 

TENDER NO. KGN-HYD-049-2021:  

 

 

9th December, 2021 

 

In accordance with the tender for “TENDER FOR SUPPLY OF ASSORTED TOOLS 

FOR EASTERN REGION HYDRO STATIONS” 

 

KenGen hereby issues  

 

Clarification No.2 

 

NO. CLARIFICATION REQUESTED RESPONSE TO THE BIDDER 

1. 

  

Please Clarify on the height of below self-

support ladder, the below provide 66 x 32 x 

3.18mm is only the size section of the type 

of aluminum to be used in constricting the 

pipes, we need the height, or the number of 

steps required? 

10. ALUMINUM SELF SUPPORT LADDER 

6 PCS 

Main Extrusion made up of Aluminum 
alloy 'C' 

Section. 66 x 32 x 3.18mm thickness of HE 

30 grade T6 temper. Nonslip, extra grip 

round corrugated fluted Pipe steps. Must 

have rubber/plastic stoppers. 

ISO, CE MARK, IJ100, CSA standard 

 

ALUMINUM STEP LADDERS OF UP TO 

12 FEET 

• Made of Aluminum alloy profiles, 

anodized 10-micron, natural mat finishing; 

fasteners (bolts, rivets and washers) of 

stainless steel A2-70 DaN/mm2; joint 

washers, bushes, plugs, etc. in polyamide 

and elastomer. 

• No welding is allowed. The rungs 

should be clinched into the uprights. 

Bolts and rivets should be used for all 

other assembly. 

• Polyester powder coated in any 

RAL color (option). 

• At least 100kg Capacity and height 

of 3 Meters.  

 

 

ACKNOWLEDGEMENT OF CLARIFICATION NO.1 

 

We, the undersigned hereby certify that the clarification is an integral part of the document and 



the alterations set out in the Clarification have been incorporated in the tender proposal. 

 

Signed………………………………………………………………………………………… 

 

Tenderer…………………………………………………………............................................. 

 

Date…………………………………………………………………………………………… 

 

 


